
Polycarbonate

1.00(± 0.10)

700X1500

Overview

mm
1)Reflectivity Total Reflectivity %

Diffuse Reflectivity %
Ω

Processing Cutting
Molding

fine
fine

Surface specific resistivity

Thickness

Base material

Sheet size

Environmental
suitability

RoHS complianced
Halogen free
Recyclable

Mechanical
properties

MD 20
20DT

 40DM
30DT

DM
DT
DM
DT

MD
DT

Flexural
Modulus

Mpa

Mpa

Mpa

oC

Mpa

%

Tensile
strength

Elongation

Tear
strength
Flexural
Strength

ISO 7214-2007

510
850
HBF

549
18
19

911
932

ISO 7214-2007

ISO 7214-2007

ISO 7214-2007

ISO 7214-2007

IEC 60695-2-11:2014
QMFZ2.E99693

Glow wire test
UL94

Flameability

Ref: 1206065E
Sales to Lighting and New applications

MC Products Division, 
Furukawa Electric Co., Ltd

Furukawa - Microcellular Reflective Sheet

MCPOLYCA
*Thickness 
- 1.00mm

*Reflective Performance at 550nm
 - 98% in total and 98% in diffuse. 

*Processing method
Molding  - Vaccume molding will be recommended.

Note1)Reflectivity is relative against barium sulfate at 550nm.
Note2)No use by open space due to low antistatic performance.
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SALES ENGINEERING GROUP
BUSINESS DEVELOPMENT DEPARTMENT

MC PRODUCTS DEPARTMENT
FUNCTIONAL PLASTICS DIVISION

FURUKAWA ELECTRIC CO., LTD
devorppanward

teehS evitcelfeR ralullecorciM - awakuruF

MCPET-M4 0.5mm
*Thickness 
- 0.5mm

*Reflective performance at 550nm
 - 101.1% in total and 100.8% in diffuse 

*Processing method
Cutting   - Die cut and Laser Cut are available

Note1)Reflectivity is relative against barium sulfate at 550nm.
Note2)This product has no anti-UV protection. Do not expose this product to UV rays.

Packing description
Quantity per boxProduct size(mm)

600X1200
600X1500

100
100

101.1
100.8
1014

600X1200, 600X1500, 

Overview

mm
1)Reflectivity Total Reflectivity %

Diffuse Reflectivity %
Ω

Processing Cutting
Molding

fine
                   impractical

Surface specific resistivity

Thickness 0.5

Base material Polyethylene terephthalate

Sheet size

Environmental
suitability

RoHS complianced
Halogen free
Recyclable

Mechanical
properties

MD 17
20DT

 69DM
68DT

DM
DT
DM
DT

MD  
DT

Flexural
Modulus

Mpa

Mpa

Mpa

Mpa

%

Tensile
strength

Elongation

Tear
strength
Flexural
Strength

ISO 7214-2007

14

904
1210

18

972
1029

ISO 7214-2007

ISO 7214-2007

ISO 7214-2007

ISO 7214-2007

oC 850
HBF

IEC 60695-2-11:2014
QMFZ2.E99693

Glow wire test
UL94

Flameability

MC PRODUCTS DEPARTMENT
FUNCTIONAL PLASTICS DIVISION

FURUKAWA ELECTRIC CO., LTD
devorppanward

teehS evitcelfeR ralullecorciM - awakuruF

MCPET-M4 1mm
*Thickness 
- 1.00mm 

*Reflective performance at 550nm
 - 101.1% in total and 100.8% in diffuse 

*Processing method
Cutting   - Die cut or laser Cut are available
Molding  - Matched molding with male/female tooling is recommended. 

Note1)Reflectivity is relative against barium sulfate at 550nm.
Note2)This product has no anti-UV protection. Do not expose this product to UV rays.

Packing description
Quantity per boxProduct size(mm)

600X1200
600X1500

50
50

101.1
100.8
1014

600X1200, 600X1500, 

Overview

mm
1)Reflectivity Total Reflectivity %

Diffuse Reflectivity %
Ω

Processing Cutting
Molding

fine
marginal (under special condition)

Surface specific resistivity

Thickness    1

Base material Polyethylene terephthalate

Sheet size

Environmental
suitability

RoHS complianced
Halogen free
Recyclable

Mechanical
properties

MD 16
18DT

 87DM
81DT

DM
DT
DM
DT

MD  
DT

Flexural
Modulus

Mpa

Mpa

Mpa

Mpa

%

Tensile
strength

Elongation

Tear
strength
Flexural
Strength

ISO 7214-2007

14
17

617
 767

986
1056

ISO 7214-2007

ISO 7214-2007

ISO 7214-2007

ISO 7214-2007

oC 750
HBF

IEC 60695-2-11:2014
QMFZ2.E99693

Glow wire test
UL94

Flameability

teehS evitcelfeR ralullecorciM - awakuruF

MCPET-M2 0.5mm
*Thickness 
- 0.5mm

*Reflective performance at 550nm
 - 99.8% in total and 99.7% in diffuse 

*Processing method
Cutting   - Die cut and Laser Cut are available

Note1)Reflectivity is relative a
Note2)  This material has UV protection

gainst barium sulfate at 550nm.

Packing description
Quantity per boxProduct size(mm)

600X1200
600X1500

100
100

99.8
99.7
1014

600X1200, 600X1500, 

Overview

mm
1)Reflectivity Total Reflectivity %

Diffuse Reflectivity %
Ω

Processing Cutting
Molding

fine
Surface specific resistivity

Thickness   0.5

Base material Polyethylene terephthalate

Sheet size

Environmental
suitability

RoHS complianced
Halogen free
Recyclable

Mechanical
properties

MD 20
16DT

 71DM
69DT

DM
DT
DM
DT

MD  684
DT

Flexural
Modulus

Mpa

Mpa

Mpa

Mpa

%

Tensile
strength

Elongation

Tear
strength
Flexural
Strength

ISO 7214-2007

1085

16
12

1031
903

ISO 7214-2007

ISO 7214-2007

ISO 7214-2007

ISO 7214-2007

                   impractical

M2
M2

oC 850
HBF

IEC 60695-2-11:2014
QMFZ2.E99693

Glow wire test
UL94

Flameability

Note1)Reflectivity is relative against barium sulfate at 550nm.

Packing description
Quantity per boxProduct size(mm)

600X1200
600X1500

50
50

100.1
99.9
1014

600X1200, 600X1500, 

Overview

mm
1)Reflectivity Total Reflectivity %

Diffuse Reflectivity %
Ω

Processing Cutting
Molding

fine
marginal (under special condition)

Surface specific resistivity

Thickness    1

Base material Polyethylene terephthalate

Sheet size

Environmental
suitability

RoHS complianced
Halogen free
Recyclable

Mechanical
properties

MD 16
14DT

 69DM
63DT

DM
DT
DM
DT

MD  
DT

Flexural
Modulus

Mpa

Mpa

Mpa

Mpa

%

Tensile
strength

Elongation

Tear
strength
Flexural
Strength

ISO 7214-2007

14
11

681
 514

955
827

ISO 7214-2007

ISO 7214-2007

ISO 7214-2007

ISO 7214-2007

teehS evitcelfeR ralullecorciM - awakuruF

MCPET-M2 1mm
*Thickness 
- 1.00mm

*Reflective performance at 550nm
 - 100.1% in total and 99.9% in diffuse 

*Processing method
Cutting   - Die cut and Laser Cut are available

M2
M2

Note2)  This material has UV protection

oC 750
HBF

IEC 60695-2-11:2014
QMFZ2.E99693

Glow wire test
UL94

Flameability

<
>

Ref: 1206065C
Sales to Lighting and New applications

MC Products Division, 
Furukawa Electric Co., Ltd

Furukawa - Microcellular Reflective Sheet

MCPET-RB
*Thickness 
- about 1.00mm 
*Reflective Performance at 550nm
 - 99% in total and 96% in diffuse 

*Processing method
Cutting   - Die cut and Laser Cut are available
Molding  - Matched molding with male/female tooling is recommended. 

Note1)Reflectivity is relative against barium sulfate at 550nm.
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Packing description
Quantity per box Net weight(kg)

50 12
50 15
50

6
675X1340

600X20,000

Product size(mm)
600X1200
600X1500

300X300X630

Packing size(mm)
670X1260X70
670X1560X70

Overview

mm
1)Reflectivity Total Reflectivity %

Diffuse Reflectivity %
Ω

Processing Cutting
Molding

fine
marginal(under special condition)

Surface specific resistivity

Thickness
99

0.94

96
1012

Base material Polyethylene terephthalate

Sheet size  600X1200, 600X1500, 675X1340, 600X20,000

Environmental
suitability

RoHS complianced
Halogen free
Recyclable

50

Mechanical
properties

MD 20
21DT

109DM
112DT

DM
DT

24DM
22DT

MD  832
DT

Flexural
Modulus

Mpa

Mpa

Mpa

Mpa

%

Tensile
strength

Elongation

Tear
strength
Flexural
Strength

ISO 7214-2007

772

1425
1489

ISO 7214-2007

ISO 7214-2007

ISO 7214-2007

ISO 7214-2007

oC 750
HBF

IEC 60695-2-11:2014
QMFZ2.E99693

Glow wire test
UL94

Flameability


