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Key Features                             
 
・Gentle to the skin to reduce risk of irritation 
・Excellent adhesion to the skin and devices 
 
 

Structure                                               

                    

 

 

 

 
 

Application                                    
 
・For surgical draping and attaching sensors to the skin 
・Fixation of urine bags and other medical devices 
 
 

Characteristic Value                                    
 

Evaluation Item Unit Representative Value 

Thickness (mm) 0.10 

Adhesion 

Adhesive 1 

(N/20mm) 

10.0 

Adhesive 2 10.3 

Peeling force 

Adhesive 1 

(mN/50mm) 

140 

Adhesive 2 170 

Holding Power 

Adhesive 1 

(min) 

≧100 

Adhesive 2 ≧100 

Backing material 
Adhesive 2 (Acrylic) 

Release paper (Color: brown) 
 

Adhesive 1 (Acrylic) 
Release paper (Color: cream yellow) 
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Test Method                                    
 
・Adhesive 

  Specimen size : 10mm wide    

  Test plate : Phenolic resin laminated plate   

  Lining : 25μm PET     

  Pressurizing condition : Roll a 2kg rubber 

      roller back and forth one time.  

  Peeling speed : 300mm/min   

  Peeling angle  : 180° 
 
・ Peeling force 

  Specimen size : 50mm wide 

  Peeling speed : 300mm/min 

  Peeling angle  : 180° 

 

・Holding power 

  Adhesive area : 10mm×20mm 

  Test plate : Phenolic resin laminated plate 

  Lining : 25μm PET 

  Loading : 300g 

  Operating temperature : 40℃ 

 
 
Precautions for Use                                    
 

Matters to be taken into account for the final user are described below for reference. 

(1) Stop using this product if itching, rash, or other irritation appears. 

(2) Do not apply directly to a wound.  (e.g. using gauze, etc.) 

(3) Do not pull or stretch this product when applied. 

(4) When removing the product, gently peel it off to reduce pain. 
 

Storage Condition                                    
 

The product shall be stored at 1-30℃ and 30-90%RH without any direct sunlight. 
 

Safety Precautions                                   
 
The user is responsible for determining the suitability of the product in terms of its intended 
use and conditions of use.  An incorrect use of the product may cause peeling-off. 
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